
  Armadan Canvas-strip Adhesive – Date of issue 24-03-2025 – Page 1/1 

 

 

 

 

 

 

Physical / chemical properties: 
Adhesive: 
Type:  Modified starch, reinforced with an EVA-copolymer dispersion 
Colour:  White 
Consistency:  Creamy, thixotropic 
Solids content:  14 % 
Density:  approx.1.0 kg/l 
Shelf life:  approx. 12 months in tightly closed packing if stored cool.  

The product should be protected from frost. 

 

 

 

 

Directions for use:  
Preparation:  The substrate must be clean, dry, firm and grease-free. 
 
Dilution:  Stir before use. If necessary, it can be diluted with water. 
 
Application temperature: 18 °C to 25 °C.  

 
 
Range of coverage: 3-5 m² pr. liter. 
 
Painting:  After complete drying of the adhesive, the canvas-strip can be painted 
 
Cleaning:  Wash hands and tools with lukewarm water.  

 
 

 

Health and safety: 
For further information on safety, refer to safety data sheet. 
 

General description and application: 
Armadan Canvas-strip Adhesive is a water-based adhesive for installing of canvas-strip in dry and heated rooms. 
 
Armadan Canvas-strip Adhesive is a reinforced starch adhesive. 
 
 

 

Product Information: 

The information and data contained in this Product Information sheet are based on extensive laboratory testing and our practical experiences 

and are meant for helping the user to find optimum working methods. As the conditions at the user are beyond our control, we make no 

warranties concerning the results, achieved by the products. The information’s in this Product Information sheet are typical values, intended as 

a guideline. They should not be regarded as product specifications. Please also refer to our standard sales conditions and terms of delivery. 
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